PROJECT SPECIFIC NOTES

I. A NOTICE OF INTENT (NOI) TO DISCHARGE STORM WATER ASSOC!ATED WITH CONSTRUCTION ACTIVITY

IS REQUIRED FOR THIS PROJECT.

2. ALL DRIVEWAYS THAT ARE TO BE RECONSTRUCTED SHALL BE PAVED TO THE TIE-IN POINT.

SEE SUMMARY OF DRIVEWAY QUANTITIES FOR MATERIALS.

3. THE FOLLOWING KNOWN UTILITY OWNERS HAVE FACILITIES WITHIN THE LIMITS
OF THE PROJECT AND MAY BE IN CONFLICT WITH THE PROPOSED CONSTRUCTION

OR THEY MAY INSTALL NEW FACILITIES CONCURRENTLY WITH THE CONSTRUCTION WORK.

NAME OF UTILITY SERVICE
ALLTELL OF GEORGIA TELEPHONE
CITY OF MOULTRIE ELECTRICAL

CITY OF MOULTRIE

Georgia Department of Transportation

GENERAL NOTES

THE CONTRACTOR W/LL INSURE THAT POSITIVE AND ADEQUATE DRAINAGE 1S MAINTAINED AT ALL TIMES WITHIN

THE PROJECT'S LIMITS. THIS MAY INCLUDFE, BUT IS NOT LIMITED TO, REPLACEMENT OR RECONSTRUCTION OF
EXISTING DRAINAGE STRUCTURES THAT HAVE BEEN DAMAGED OR REMOVED., OR REGRADING AS REQUIRED BY THE ENGINEER.
EXCEPT FOR THOSE DRAINAGE ITEMS SHOWN AT SPECIFIC LOCATIONS IN THE PLANS AND HAVING PAY ITEMS IN THE

DETAILED ESTIMATE, NO SEPARATE PAYMENT WILL BE MADE FOR ANY COSTS INCURRED TO COMPLY WITH THIS REQUIREMENT.
ANY MISCELLANEQUS DRAINAGE PIPES ENCOUNTERED SHOULD BE TIED INTO THE DRAINAGE SYSTEM AT NO ADDITIONAL COST.

ALL EXISTING DRAINAGE PIPE LOCATED BENEATH THE EXISTING PAVEMENT, NOT [N CONFLICT WITH FINAL DRAINAGE

AND DETERMINED By THE ENGINEER TO BE SOUND CONDITION. MAY BE LEFT IN PLACE. ALL EXISTING DRAINAGE PIPES
NOT TO REMAIN FOR DRAINAGE PURPOSES AND NOT LOCATED BENEATH THE EXISTING PAVEMENT ARE TO BE REMOVED.

ALL COST FOR THE REMOVAL OF THESE PIPES ARE TQ BE INCLUDED IN THE PRICE BID FOR GRADING COMPLETE.

ANY MILE POST MARKER THAT MAY BE DISTURBED OR REMOVED DURING CONSTRUCTION OR THAT BECOMES TOO
CLOSE TO THE NEW EDGE OF PAVEMENT SHALL BE RESET OR REPLACED PER GA. STANDARD NQ. 9033 (MiILEPOSTS).
NO SEPARATE PAYMENT WiLL BE MADE FOR RESETTING OR REPLACING. COST TO BE INCLUDED IN OVERALL BID.

STATE PROJECT NUMBER SHEET| TOTAL
GA. STP-M001-00(147) | 4 | 6/

PAYMENT FOR LONGITUDINAL PIPE CULVERT SHALL INCLUDE SAWING AND/OR CUTTING AND REMOVING EXISTING PAVEMENT AND
REPLACING THE PAVEMENT AS SPECIFIED. PAYMENT FOR LONGITUDINAL PIPE CULVERT INCLUDES REPLACING IN KIND ANY PORTIONS

OF SIDEWALK, CURB, CURB AND GUTTER, DRIVEWAYS, ETC., WHICH ARE DISTURBED DUE TO INSTALLATION.

PIPE CULVERT MATER/AL ALTERNATES
FOR COASTAL PLAIN REGION

C/ITY OF MOULTRIE SEWER

Ga\I5876Wolverton\WoiB\Cadd\CIv]I\8825!/0gn. dgn
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MEDTACOM

CITY OF MOULTRIE (CITY KET) CABLE TELEVISTON

CITY OF MOULTRIE

Dig 1

1-800-282-7411
770-623-4344

Safely.

4. THERE 15 NOT A SUITABLE SITE FOR THE BURIAL OF CONSTRUCTION DEBRIS WITHIN THE PROJECT LIMITS.
IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO DISPOSE OF THE CONSTRUCTION DEBRIS OFFSITE

IN AN ENVIRONMENTALLY APPROVED DISPOSAL SITE.

5. FOR CLOSURE OF STREETS, SEE SPECIAL PROVISION 150.11.

6. CONTRACTOR WilLL CLEAN OUT THE EXISTING GEORGIA DEPARTMENT OF TRANSPORTION DETENTION POND.
LOCATED AT STA 15+00 APPPOXIMATELY 155 FEET RIGHT OF NORTH MAIN STREET. THE POND WiLL BE CLEANED
OUT TO THE DISCRETION OF THE ENGINEER. COST OF THIS CLEAN OUT 15 TO BE INCLUDED IN THE BID PRICE

FOR GRADING COMPLETE.
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2. STRUCTURAL REOQUIREMENTS OF STORM DRAIN PIPE WILL BE IN ACCORDANCE WITH GEORG!A STANDARD
1030-D OR 1030-P, WHICHEVER 1S APPLICABLE, AND THE STANDARD SPECIFICAT!ONS.
3. THE CONTRACTOR SHALL PROVIDE ADDITIONAL STORM SEWER CAPACITY CALCULATIONS IF A PIPE
MATERIAL OTHER THAN CONCRETE 1S SELECTED.
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